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DLP-4.71
Protects Modems, Fax, Telco

      Modems, fax machines and tele phone equip ment 
are easily dam aged by transients caused by light ning and 
switch ing surg es. The DLP-4.71 installs in min utes be tween 
the telephone/data line and the sen si tive equip ment to pro-
vide quick and de pend able pro tec tion for I/O ports.
    For particularly severe transient conditions, mod el 
DLP-4.71 in cor po rates a one-two punch of fast-acting 
Av a lanche diodes with brute force gas diodes for sub stan -
tial ly great er heavy-duty di ver sion ca pa bil i ty. Pro tec tion 
cir cuit ry on the DLP-4.71 au to mat i cal ly re sets af ter the 
tran sient has passed. The DLP-4.71 han dles hit after hit 
without deg ra da tion.

Extra Heavy Duty:
Connector:

Clamp V:
Response Time:

Protected:
Series Rs:

Attenuation:
Mounting:

UL:
Weight:

Ipk=10kA, 8/20μs
RJ11 (F/F)
6, 25, 60, 200V
<1ns
Pins 2, 3, 4, 5
2.4 Ohms
<1db at 10MHz
4.2” x 2.25” (.185” ID)
107 x 57mm (4.7mm ID)
497A (Fuse), 497B
<1 lb. (.45kg)

Ordering Information Example

Data Line Pro tec tion
M O D E L

S P E C S

DLP-4.71 - 6V2
Basic Model Number  Basic Model Number  Basic Model Number Series Re sis tance
Clamp Voltage

Go to http://www.mcgsurge.com/dataline for additional non-standard voltages.

M O D E L S 

Protects Modems, Fax, Telco, T1, E1

S P E C S

     MCG’s new DLP-4.90 and 4.92 surge protectors are 
de signed to handle demanding Cat.5 applications.
      Single port applications such as local area networks 
are eas i ly dam aged by tran sients caused by light ning and 
switch ing surg es. The DLP-4 se ries in stalls in min utes be-
 tween the data line and the sen si tive equip ment to pro vide 
quick and de pend able pro tec tion for I/O ports.
    Protection cir cuit ry on both units au to mat i cal ly resets 
af ter the tran sient has passed.

Model:

I Peak:

Connector:

Clamp:

Response Time:

Protected:

Mounting:

Weight:

DLP-4.92

400A, 8/20μs

RJ45 (F/F)

6, 25, 60, 200V

<1ns

Pins 1-8

3.5” x 1” x 1”

89 x 25 x 25mm

<1 lb. (.45kg)

Ordering Information Example

DLP-4.92 - 25V
Basic Model Number
Clamp Voltage

DLP-4.90 & 4.92

DLP-4.90

400A, 8/20μs

RJ11 (F/F)

6, 25, 60, 200V

<1ns

Pins 1-6

3.5” x 1” x 1”

89 x 25 x 25mm

<1 lb. (.45kg)


